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RAMP UP

54 Bikes

KEY PLAN

SCALE 1:2000

SECTION 1 - 1

SCALE 1:20

BOTTOM OF SLAB LEVEL

+57.100m

3
0
0

BOTTOM OF SLAB LEVEL

+59.800m

3
0
0

BOTTOM OF SLAB LEVEL

+63.100m

3
0
0

VARRIES

64.400m

DENOTES SITE BOUNDARY

300mm R.C. SLAB TO LATER DETAIL ON

FOSROC PROOFEX ENGAGE WATERPROOF

BARRIER OR SIMILAR APPROVED, TO BE

INSTALLED STRICTLY IN ACCORDANCE WITH

MANUFACTURER'S SPECIFICATIONS ON 75mm

LEAN CONCRETE BLINDING LAYER

THIS SECTION IS SUBJECTED TO CHANGE

PENDING THE RESULTS OF THE GROUND

CONDITION SURVEY.

NOTE:

 DENOTES EXISTING

NEIGHBORING

RETAINING WALL

DENOTES 300mm ONE SIDED R.C.

WALL TO LATER DESIGN & DETAIL

300mm R.C. SLAB TO LATER DETAIL

DENOTES INDICATIVE LANDSCAPE

ARCHITECTURAL FINISHES ON

FOSROC PROOFEX ENGAGE

WATERPROOF BARRIER OR SIMILAR

APPROVED ON 300mm R.C. PODIUM

SLAB TO LATER DETAIL

DENOTES R.C. CAPPING BEAM

TO LATER DESIGN & DETAIL

600 Ø PILE CONTINUOUS FLIGHT

AUGER PILE TO SPECIALIST

DETAIL

1400 x 750mm dp. RC GROUND

BEAM ON 75mm LEAN CONCRETE

BLINDING

SECTION 2 - 2

SCALE 1:20

BOTTOM OF SLAB LEVEL

+56.200m

3
0
0

BOTTOM OF SLAB LEVEL

+59.800m

3
0
0

BOTTOM OF SLAB LEVEL

+62.225m

7
0
0

DENOTES SITE BOUNDARY

300mm R.C. SLAB TO LATER DETAIL ON

FOSROC PROOFEX ENGAGE WATERPROOF

BARRIER OR SIMILAR APPROVED, TO BE

INSTALLED STRICTLY IN ACCORDANCE WITH

MANUFACTURER'S SPECIFICATIONS ON 75mm

LEAN CONCRETE BLINDING LAYER

THIS SECTION IS SUBJECTED TO CHANGE

PENDING THE RESULTS OF THE GROUND

CONDITION SURVEY.

NOTE:

DENOTES 300mm ONE SIDED R.C.

WALL TO LATER DESIGN & DETAIL

300mm R.C. PODIUM SLAB TO LATER

DESIGN & DETAIL

DENOTES INDICATIVE LANDSCAPE

ARCHITECTURAL FINISHES ON

FOSROC PROOFEX ENGAGE

WATERPROOF BARRIER OR SIMILAR

APPROVED ON 700mm R.C. TRANSFER

SLAB TO LATER DESIGN & DETAIL

SCREED & INSULATION TO ARCHITECT'S

SPECIFICATIONS (DEPTH TO BE CONFIRMED

AT DETAILED DESIGN STAGE ) ON 700mm R.C.

SLAB TO LATER DESIGN & DETAIL

200mm PRECAST/IN-SITU R.C.

WALL TO LATER DESIGN AND

DETAIL

BOTTOM OF SLAB LEVEL IS BASED ON THE

ASSUMPTION THAT THICKNESS OF SCREED

& INSULATION IS 175mm. SHOULD THIS

DEPTH BE DIFFERENT, THE BOTTOM OF SLAB

LEVEL WILL BE AFFECTED & WILL NEED TO

BE REVISED ACCORDINGLY.

NOTE:

OUTER LEAF STONE CLADDING

WITH CAVITY & INSULATION

THICKNESS TO ARCHITECTS

SPECIFICATION

600 Ø PILE CONTINUOUS FLIGHT

AUGER PILE TO SPECIALIST

DETAIL

900 Ø CONTINUOUS SECANT PILE

WALL TO SPECIALIST DESIGN &

DETAIL

1400 x 750mm RC GROUND BEAM

ON 75mm LEAN CONCRETE

BLINDING

SCREED & INSULATION TO ARCHITECT'S

SPECIFICATIONS (DEPTH TO BE CONFIRMED

AT DETAILED DESIGN STAGE) ON 300mm R.C.

SLAB TO LATER DETAIL ON 75mm LEAN

CONCRETE BLINDING LAYER

SECTION 5 - 5

SCALE 1:20

200mm PRECAST/IN-SITU R.C.

WALL TO LATER DESIGN AND

DETAIL

3
0
0

600 Ø PILE CONTINUOUS FLIGHT

AUGER PILE TO SPECIALIST

DETAIL

BOTTOM OF SLAB LEVEL

+55.125m

BOTTOM OF SLAB LEVEL IS BASED ON THE

ASSUMPTION THAT THICKNESS OF SCREED

& INSULATION IS 175mm. SHOULD THIS

DEPTH BE DIFFERENT, THE BOTTOM OF SLAB

LEVEL WILL BE AFFECTED & WILL NEED TO

BE REVISED ACCORDINGLY.

NOTE:

THIS SECTION IS SUBJECTED TO CHANGE

PENDING THE RESULTS OF THE GROUND

CONDITION SURVEY.

NOTE:

1000 x 750mm RC GROUND BEAM

ON 75mm LEAN CONCRETE

BLINDING

SCREED & INSULATION TO ARCHITECT'S

SPECIFICATIONS (DEPTH TO BE CONFIRMED

AT DETAILED DESIGN STAGE) ON 300mm R.C.

SLAB TO LATER DETAIL ON 75mm LEAN

CONCRETE BLINDING LAYER

SECTION 3 - 3

SCALE 1:20

200mm PRECAST/IN-SITU R.C.

WALL TO LATER DESIGN AND

DETAIL

3
0
0

600 Ø PILE CONTINUOUS FLIGHT

AUGER PILE TO SPECIALIST

DESIGN & DETAIL

BOTTOM OF SLAB LEVEL

+55.725m

BOTTOM OF SLAB LEVEL IS BASED ON THE

ASSUMPTION THAT THICKNESS OF SCREED

& INSULATION IS 175mm. SHOULD THIS

DEPTH BE DIFFERENT, THE BOTTOM OF SLAB

LEVEL WILL BE AFFECTED & WILL NEED TO

BE REVISED ACCORDINGLY.

NOTE:

THIS SECTION IS SUBJECTED TO CHANGE

PENDING THE RESULTS OF THE GROUND

CONDITION SURVEY.

NOTE:

1000 x 750mm RC GROUND BEAM

ON 75mm LEAN CONCRETE

BLINDING

SCREED & INSULATION TO ARCHITECT'S

SPECIFICATIONS (DEPTH TO BE CONFIRMED

AT DETAILED DESIGN STAGE) ON 300mm R.C.

SLAB TO LATER DETAIL ON 75mm LEAN

CONCRETE BLINDING LAYER

SECTION 4 - 4

SCALE 1:20

200mm PRECAST/IN-SITU R.C.

WALL TO LATER DESIGN AND

DETAIL

3
0
0

600 Ø PILE CONTINUOUS FLIGHT

AUGER PILE TO SPECIALIST

DETAIL

BOTTOM OF SLAB LEVEL

+55.575m

BOTTOM OF SLAB LEVEL IS BASED ON THE

ASSUMPTION THAT THICKNESS OF SCREED

& INSULATION IS 175mm. SHOULD THIS

DEPTH BE DIFFERENT, THE BOTTOM OF SLAB

LEVEL WILL BE AFFECTED & WILL NEED TO

BE REVISED ACCORDINGLY.

NOTE:

THIS SECTION IS SUBJECTED TO CHANGE

PENDING THE RESULTS OF THE GROUND

CONDITION SURVEY.

NOTE:

1000 x 750mm RC GROUND BEAM

ON 75mm LEAN CONCRETE

BLINDING
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